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“Apparatets stikprop skal tilsluttes en stikkontakt med jord, som giver forbindelse til stikproppens jord.” 

"Laite on liitettävä suojakoskettimilla varustettuun pistorasiaan" 

“Apparatet må tilkoples jordet stikkontakt” 

“Apparaten skall anslutas till jordat uttag” 
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1)  

 "Auto" 纸
 10 

纸  "On"

 "Off"  

2) /  LED  

 LED  "On"

纸  

 LED  

 LED 纸  

3)  

 

4)  

 

5)  

太  

6)  

 (XLR)  (RCA) 

0dBV  +12dBV /+18dBV

XLR  "Pin 2 Hot"  

7)  

 "On"

 "Off"

 

8)  

 

 

9) 12V /  

 "Trigger"  -12V 

 5V-12V 

 12V 

 12V  HDI-1200P 

 

10)  (PEQ)  

 EQ 

 EQ  "ON"  

JBL 

 

11) EQ  

32Hz  100Hz  

12) EQ  

 0.1  0.6 

 

13) EQ  

 EQ 

 -12dB +3dB  

14) EQ /  

/  EQ  EQ  



  

 

www.jblsynthesis.com 4
 

 

 

纸  

/ /  3V  30V

 3.5  LFE/  



  

 

5 
 

 

 

 

告
导

 

插
 (1) 太 告

告 太  

 (2)

 (3)  

 

 

 

 

 

 (XLR)  (RCA) 

 "LFE" 



  

 

www.jblsynthesis.com 6
 

 

太  Y 

 Y  Y 

 (XLR)  (RCA)  

 50-150Hz  "LFE"  

 



 
 

7 
 

 

 

 HDI-1200P   100V - 240V 50/60Hz 

 1000W RMS   

  

/  

<0.5W 纸  

1180W/7.7A 230Vac  

1230W/12.87A 120Vac

1190W/15.97A 100Vac

纸  导 导   

 
12"/300mm 

 
 

 50Hz - 150Hz 24 dB/   
 

 x  x  

16.3" x 17.77" x 16.95"  
(414 x 451.3 x 430.5mm) 

 28Hz - 150Hz (-6dB)  
  

 
70.08lb (31.79kg) 
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